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TERMOACUMULADORES

1
Possíveis alterações sem aviso prévio.
Preços recomendados de venda ao público. Os preços indicados não incluem i.V.A.
Esta ficha técnica não dispensa a consulta do manual de instruções.

Boiler - solar (de la 150 la 300 litri)
Principais Caraterísticas
Cuva și schimbător de căldură din oțel inoxidabil AISI 316L;
Izolație termică în spumă poliuretanică rigidă injectata la densitate mare;
invelis extern din oțel inoxidabil AISI 316L;

Descrição do Produto
În scopul de a crește calitatea, Zantia prezintă o nouă gamă de încălzitoare de apă solare din otel inoxidabil AISI 316L
produse cu echipamente de înaltă tehnologie, în scopul de a asigura o calitate ridicată și rezistență. Toate încălzitoare
de apă includ o rezistență electrică de sprijin cu termostat de reglementare și termostat de siguranta. Disponibil cu un
schimbător de căldură intern și  capacități de 150, 200 și 300 de litri.

Modelos e Preços
Código Modelo

0208-0101 Thermo-Siphon Water Heater Steel 150l
(Stainless Steel Casin

0208-0104 Thermo-Siphon Water Heater Steel 200l
(Stainless Steel Casin

Código Modelo

0208-0102 Thermo-Siphon Water Heater Steel 300l
(Stainless Steel Casin

Dimensões

TECHNICAL DATA CAPACITY
(LTS)

ELECTRICAL
SUPPORT (W)

NOMINAL
PRESSURE

(BAR)
HEAT EXCHANGER

(MÂ²)
THERMAL

INSULATION (MM)

Thermosyphon stainless steel
150L 150L 1500 6 0,60 43

Thermosyphon stainless steel
200L 200L 2000 6 0.68 43

Thermosyphon stainless steel
300L 300L 2000 6 0.85 43


